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3.04  Vehicular Access 

 

The purpose of this Section is to establish procedures and standards for granting vehicular access 

to public streets.  Pedestrian access to public streets and between buildings is required and 

specified by the Woodburn Development Code (WDO). 

 

3.04.01  Applicability and Permit 

3.04.02  Drive-Throughs 

3.04.03  Driveway Guidelines and Standards 

3.04.04  Improvement Standards 

3.04.05  Traffic Impact Analysis 

 

3.04.01  Applicability and Permit  

A. Street Access 

Every lot shall have: 

1. Direct access to an abutting public street, or 

2. Access to a public street by means of an access easement and maintenance agreement to 

the satisfaction of the Director, and revocable only with the concurrence of the Director. 

B. Access to City Streets 

A City access permit shall be required for any new or modified vehicular access to a street 

that is under City jurisdiction. 

C. Access to County Roads 

Access to a road under the jurisdiction of Marion County shall be subject to County 

requirements.  The Director may incorporate County requirements into the conditions of 

approval for any application. 

D. Access to State Highways 

Access to a transportation facility under the jurisdiction of the Oregon Department of 

Transportation (ODOT) shall be subject to State requirements.  The Director may 

incorporate ODOT requirements into the conditions of approval for any application. 

 

3.04.02  Drive-Throughs 

A. Drive-Through Lane Dimensions and Configuration 

1. Minimum Lane Width: 12 feet 

2. Minimum Lane Length: 50 feet, unobstructed by lateral vehicular access.  Precluded 

lateral vehicular access shall include the access/maneuvering area for off-street parking 

and overlap onto public street right-of-way.  The unobstructed length shall be measured 

from the drive-up window or stop line, whichever is greater. 
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3. Minimum Turn Radius: 25 feet 

B. By-Pass Lane 

Drive-throughs shall include a by-pass lane to a site exit with a minimum width of 8 feet. 

 

3.04.03  Driveway Guidelines and Standards 

A. Number of Driveways 

1. For residential uses, the maximum number of driveways per lot frontage shall be one. 

For purposes of controlling driveway access, every 100 feet of frontage is considered a 

separate lot frontage. 

2. A minimum of two driveways shall be provided in developments with: 

a. 30 dwelling units in single-family or duplex dwellings; or 

b. 100 dwelling units in multiple-family dwellings (200 if all dwelling units are 

equipped with automatic fire sprinklers); or 

c. 100 living units in group care facilities or nursing homes (200 if all living units are 

equipped with automatic fire sprinklers). 

3. For nonresidential uses, the number of driveways should be minimized based on overall 

site design, including consideration of: 

a. The function classification of abutting streets; 

b. The on-site access pattern, including parking and circulation, joint access, 

turnarounds and building orientation; 

c. The access needs of the use in terms of volume, intensity and duration 

characteristics of trip generation. 

4. Unused driveways shall be closed. 

B. Joint Access 

1. Lots that access a Major Arterial, Minor Arterial, or Service Collector should be 

accessed via a shared driveway. 

2. A partition, subdivision, or PUD should be configured so that lots abutting a Major 

Arterial, Minor Arterial, or Service Collector have access to a local street.  Access to 

lots with multiple street frontages should be from the street with the lowest functional 

classification. 

3. Every joint driveway or access between separate lots shall be established by an access 

easement and maintenance agreement to the satisfaction of the Director and revocable 

only with the concurrence of the Director. 

C. Interconnected Parking Facilities 

1. All uses on a lot shall have common or interconnected off-street parking and circulation 

facilities. 
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2. Similar or compatible uses on abutting lots shall have interconnected access and parking 

facilities. 

Access Requirements 

Table 3.04A 

 

1 to 4 Dwellings, 

Living Units or 

Individual Lots 
6 

5 or More Dwelling or 

Living Units, School, or 

House of Worship
 

Commercial or 

Industrial Use 

Flag Lot Access Width (feet) 

(See Figure 3.04A) 
20 minimum 24 minimum 30 minimum 

Paved Width 

of Driveway 

(feet) 
3, 4
 

1-way n/a 
12 minimum 

20 maximum 

12 minimum 

20 maximum 

2-way 
20 minimum 

30 maximum 

24 minimum 

30 maximum 

(Add 8’ if a turn lane is 

provided) 

24 minimum 

36 maximum 

(Add 8’ if a turn 

lane is provided) 

Manufactured 

Dwelling Park 
10 minimum n/a n/a 

Curb Flare Radius (feet) 15 minimum 25 minimum 30 minimum 

Throat 

Length (feet) 
5
 

Major Arterial, 

Minor Arterial, 

Service Collector 

n/a 50 minimum 50 minimum 

Access or Local 

Street 
n/a 20 minimum 20 minimum 

Corner 

Clearance 

Guidelines 
1 

(See Figure 

3.04B) 

Access or Local 

Street 
30 minimum 30 minimum 30 minimum 

Service Collector 50 minimum 50 minimum 50 minimum 

Minor Arterial 245 minimum 245 minimum 245 minimum 

Major Arterial 300 minimum 300 minimum 300 minimum 

Driveway 

Separation 

Guidelines 

(feet) 
1, 2 

(See Figure 

3.04B) 

Driveway on the 

same parcel 
22 minimum 50 minimum 50 minimum 

Access or Local 

Street 
none none none 

Service Collector 50 minimum 50 minimum 50 minimum 

Minor Arterial 245 minimum 245 minimum 245 minimum 

Major arterial 300 minimum 300 minimum 300 minimum 
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Access Requirements 

Table 3.04A 

 

1 to 4 Dwellings, 

Living Units or 

Individual Lots 
6 

5 or More Dwelling or 

Living Units, School, or 

House of Worship
 

Commercial or 

Industrial Use 

Turnarounds 

(See Figure 

3.04C) 

Access to a 

Major or Minor 

Arterial 

Required Required Required 

Access to any 

other street 

Required if the 

driveway length 

to the lot located 

furthest from the 

street exceeds 150 

feet 

Requirements per the 

Woodburn Fire District 

Requirements 

per the 

Woodburn Fire 

District 

1. The separation should be maximized. 

2. Driveways on abutting lots need not be separated from each other, and may be combined into 

a single shared driveway. 

3. Driveways over 40 feet long and serving one dwelling unit may have a paved surface 12 feet 

wide. 

4. Notwithstanding the widths listed in this table, the minimum clearance around a fire hydrant 

shall be provided (See Figure 3.04D). 

5. Throat length is measured from the closest off-street parking or loading space to the 

right-of-way.  A throat applies only at entrances (See Figure 3.05B). 

6. Maximum of 4 individual lots can be served from single shared driveway (See Figure 3.01D). 
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Figure 3.04A  –  Flag Lot Access Width 

 

 

Figure 3.04B  –  Corner Clearance and Driveway Spacing 
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Figure 3.04C  –  Acceptable Turnarounds (from Oregon Fire Code Figure D103.1) 

 

 

Figure 3.04D  –  Minimum Fire Hydrant Clearance (from Oregon Fire Code Figure D103.1) 

 

3.04.04  Improvement Standards 

The portion of a driveway on private property shall be paved with: 

A. Portland cement concrete to a minimum depth of six inches, or 

B. Asphalt concrete to a minimum depth of two inches, or 

C. Brick or pavers with a minimum depth of two and one-fourth inches. 

 

3.04.05  Traffic Impact Analysis 

A. A Traffic Impact Analysis (TIA) may be required by the Director prior to the approval of a 

City access permit when the Director estimates a development proposal may generate either 

100 or more additional, peak hour trips, or 1,000 or more additional daily trips, within ten 

years of a development application. 

B. A TIA shall evaluate the traffic impacts projected of a development proposal and the 

estimated effectiveness of potential traffic impact mitigation measures. 

C. The methodology for a TIA shall be consistent with City standards.


